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AQUAMATOR BELT



Introduction

LBS Conveyor Belts BV, which has a quarter of 

a century of experience of producing belts for 

different sectors, is a leader in its field. Over the 

years, we have come to play an innovative role in 

different industries by continually improving our 

materials and production methods. 

LBS has been designing and engineering rubber 

conveyor belts for, amongst other, the construction 

and recycling industry. From our production facility 

in the Netherlands, with > 6.000 m² production 

area and over 100 employees, we produce 

standard and tailor-made solutions for your needs. 

Our high quality and extensive stock of rubber 

conveyor belts and highly automated production 

processes ensure high quality and reliable 

products. Renowed OEM brands within, amongst 

other, the construction and recycling industry rely 

on our rubber conveyor belts as a part of their high 

quality products.

The Aquamator belt consists of a Probelt® base 

belt, which is cross-rigid, and hot vulcanized 

endless. Both sides of the belt have fabric 

reinforced sidewalls. The Aquamator belt is made 

endless by means of hot vulcanization (original 

factory splice). According the highest quality 

standards within LBS. Aquamator belts are 

effective and efficient for washing out specific and 

light pollution existing in mineral grain like sand, 

grit, gravel and construction rubbel.
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Available belt constructions:

»  XE500/3+2 4+2 

»  XE630/4+2 4+2

»  Other belt constructions on request

Delivery program

»  The belts are available in widths up to 2.000 mm

»  The sidewalls are available in heights up to 300 mm

»  Guaranteed quick delivery 

Advantages: 

»  Customized Probelt® base belt

»  Cross-rigid 

»  Endless hot vulcanized 

»  Custom made with passion

»  LBS quality standard

Commonly used:

»  LW160/75

»  LW200/75

»  LW280/75

»  LW300/75
Our description

LW 160 / 75 N

   Rubber quality N = Standard quality 

    MOR = Oil and fat resistant

    HT130° = Heatproof to 130°C 

  Sidewall base (mm)

 Sidewall height (mm)

Sidewall type L = without synthetic fabric

 LW = with synthetic fabric
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LBS Conveyor Belts BV

Phileas Foggstraat 48

NL-7825 AL Emmen

The Netherlands

Phone +31 (0)591 668220

Fax +31 (0)591 668239

Internet www.lbs.cc

E-mail info@lbs.cc

The text and material published in this brochure serve a purely infor-

mative purpose, and have no official or legal status in the form they 

are published here. For further information please contact us.
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Synthetic conveyor belts

Rubber conveyor belts

Synthetic modular belts and chains

Drive, timing and round belts

Synthetic gauze belts

Special endless belts

Components for belt conveyors

Technical rubber and synthetics

Service, installation and maintenance


